ASSEMBLY INSTRUCTIONS

KLEXKIT z Earlage Adapter, Claas ForageHarvester to Lexion Header
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Thank you for your purchase of this Kooima Company earlage adapter.

KLEXKIT will install onto a Kooima Company Glaakhn Deerdneaderadapter
(KO0492 or KOO49ReVA or later). This combination widllowyouto connect a
Claas forage haester to a Lexion corn header for the purpose of grinding
earlage.

Follow theinstructions below to prepare your adapter for harvest.

1. Removeseveralparts from your Claas ageer as shown below. They will
not be used for this setup.
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2. If needed, #ach the splined adapteio the Claas adapteas shown below:

3/8 flat
washer, 4x

Bolts on splined adapter
must lock into the gearbox
shaft locking groove

May need to remove this cove
to installsplinedadapter

ASSEMBLBOEW:

End of splined adapter M ~Q
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inside the shield edge if

properly installed < Paw
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3. Bolt the Lexion weldments to the side of the Claas adapter as shown.
Repeat for the left side.
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ASSEMBLED VIEW:

Shot pin should
be in extended
position
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4. On your Lexion header, replace the two connecting pins with the shorter
pins included with KLEXKIT. Reattach the connecting chain to the new pin.

Replace these pin
(2) with the new
Kooima pins

5. If you have a 120w head, replace your left side PTO on the head (circled
below) with the new one purchased from Kooima, pawtmber
KLEX12LEFT. This PTO shaft will connect from the head to the adapter

gearbox.
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6. Depending on your header configuration, the pieces shown below may also
have to be removed from your header to prevent interference with the
adapter.
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Remove if necesary \ 0’-'

7. Pick up corn header with adapter andtter. If necessary, loosen bolts and
adjust pin connector plates for better pin fiAttach PTO shafts to adapter
and forage harvester
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Your adapters now ready for harvest!
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